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S C O P E  O F  C E R T I F I C A T I O N  
Timber Window Scheme to BS644 & PAS24:2016  

Manufacturer of Enhanced Security Windows in accordance with the BM TRADA Q-Mark Scheme requirements.
(Check with Secured by Design to ensure compliance with any additional requirements).

Head office
Dovista A/S 
Bygholm Søpark 21D 
8700 
Horsens 
Denmark

Manufacture site
Dovista Polska 
SP z.o.o

83-115
Swarozyn
Poland

Completed: P. Andrews Checked: P. Wren

Scope number: W054-006

This scope of certification supports 

WGPS Certificate 026/059
ESW Certificate 031/054

The validity of this scope document should be checked against 
the current schedule of the Company’s certification listed on the 

BM TRADA website www.exovabmtrada.com.

Issue: 4 Date: 23 May 2022 Details: additional infill panel reference details added

Product Name:

FORMA & FORMAPLUS 

AURA & AURAPLUS 

Timber Panel Range

This document remains the intellectual property of 
BM TRADA. It shall not be made available to another 

person or company without the prior written 
permission of BM TRADA.

Window Classification ‘W’

Doorset Classification “D”
Test evidence is held on file by BM TRADA
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Design options

Designs shown below are diagrammatical only.  Refer to minimum / maximum sizes below for clarification.
     

Transom and mullion joints Type A, B, C, are allowed within window outer frames for this scope.

Type A
Transoms or mullions 
connected only to the 
outer frame/ casement

Type B
Transoms or mullions connecting to 
another transom or mullion as a ‘T’ joint.

Type C
Transoms or mullions 
connecting to another transom 
or mullion as a ‘Cruciform’ joint.

Weather rating

BS6375 part 1 Exposure category 1600 (on largest specimen) 

Maximum size

Fixed (not including frame) 2400mm wide x 2400mm high

Frame
Material/type Dimensions (mm) Density 

(kg/m³)

Stiles and rails Pinus Sylvestris Laminated timber (average 
4mm max 6mm annual rings)

51 x 72 Average 
480

Rebate Single type 58 x 18 chamfered 7 
degrees

-

Dovista Aluminium extension profile (Ref. 
52.2106)

6 x 24 -Cladding for 
Aluminium variant

Clips for aluminium cladding (Ref. 50.0256) fixed 
by 71.0014 

4 x 25 -

3 No Oak Dowels 10 x 60mm and 2No 5mm x 
90mm screws per joint

- -Joints

Dovista plastic angle (Ref. 50.0800) for cladding 68 x 68 x 20 -

Adhesive DANA LIM PVA-C Class D4 Watt 91 - -

Direct Fixed


